
 

 

DECLARATION OF PERFORMANCE 

DOP: BWM-LE-005  ï EN, for Declaration procedure 1 

 

for parts for subframe system construction made of aluminium / stainless steel for building envelopes  

(Wall brackets, wall holders, extrusion profiles, clasps, fixing clamps),  

1. Unique identification code of the product-type: DOP: BWM-LE-005 

2. Intended use/es: Subframe systems for ventilated facades 

3. Manufacturer: BWM Fassadensysteme GmbH, Bertha-Benz-Platz 3 , 70771 Leinfelden-Echterdingen  

4. Authorised representative:  --   

5. System/s of AVCP: 2+   

6. Harmonised standard: EN 1090-1:2012-02 + A1:2011 
     Notified body/ies: No.: 0035 TÜV Rheinland Industrie Service GmbH, Am grauen Stein, DE-51105 Köln         
     Certificate-No: 0035-CPR-1090-1.00328.TÜVrh.2022.005/ 0035_CPR-1090-1.00329.TÜVRh.2022.005 
 
7. Declared performance/s: 

Essential characteristics Performance 

Tolerances on geometrical data: Manufacturing class II, according to EN 1090-2, EN 1090-3,  

Fracture toughness: Not required for aluminium and stainless steel 

Weldability: EN AW 6063 T66, EN AW 6060 T66, EN AW 5754 H24/H34 nach EN 
1011-4 und EN 1999-1-11, 1.4301;1.4404, 1.4571; 1.4162 

Reaction to fire: Material classified: Class A1 

Release of cadmium: NPD 

Emission of radioactivity: NPD 

Durability: Non-coated or aluminium-anodization according to EN ISO 7599; 
powder-coated according to EN 12206-1 or stainless steel 

Load bearing capacity features: Structural 
design: 

NPD 

Manufacturing: 
 

According to component specification see Annex 
and EN1090-2 or EN1090-3 

Execution class: EXC 2 
 

8. Appropriate Technical Documentation and/or Specific Technical Documentation:  

The technical documentation is available as required in the scope of EN 1090-2 and EN 1090-3. The parts of the 

bearing structure made of aluminium or stainless steel comply with following rules and regulations: EN 1090-

1:2012-02; EN 1090-2: 2012-01; EN 1090-3: 2008-12; DIN 18516-1: 2010-06. BWM delivery program 2024 / AbP 

P-OGI-II-2.17.1 / ETA-22/0879 

 

The performance of the product identified above is in conformity with the set of declared performance/s. This 

declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole 

responsibility of the manufacturer identified above.  

 

Signed for and on behalf of the manufacturer by:  

  

   
     

Dipl-Ing. Oliver Fröhlich      Ralf Technow 
Managing Director                                    Quality Manager 
 

 

Leinfelden-Echterdingen, 2024-05-08 

This DoP has been prepared in different languages. In case there is a dispute on the interpretation the English 

version shall always prevail.  

The Appendix includes voluntary and complementary information in English language exceeding the (language-

neutrally specified) legal requirements. 
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Dipl.-Ing. 
Oliver Fröhlich 
Leitung  
Anwendungs- 
technik  

      0 58 82 / 9 87 27-13 
     0 58 82 / 9 87 27-20 

  0 172 / 904 33 89 

  o.froehlich@bwm.de

Dipl.-Ing.  
Andreas Heinz  

      0 26 02 / 916 64 81 
     0 26 02 / 916 63 75 

  0 172 / 952 42 97 

  a.heinz@bwm.de

Ing.  
Michael Noack  

      03 91 / 400 43 42 
     03 91 / 400 43 44 

  0 172 / 903 92 95 

  m.noack@bwm.de

Dipl.-Ing.  
Steffen Bendix 

      03 43 81 / 407 57 
     03 43 81 / 414 31 

  0 172 / 875 07 56 

  s.bendix@bwm.de

René Waurick 
Staatl. gepr. 
Techniker 
(Hochbau)  

  0 173 / 936 67 32 

  r.waurick@bwm.de
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Verankerungsmittel
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FLH-R Wandkonsole
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FLH-R Wandkonsole
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